
Product Speci� cations
Thickness: 1/4” (7mm)
Weight: 3.8 lbs./sq. ft.
Appearance: Wired

Listed and Labeled
SuperLite I-W is listed and labeled with hose stream and positive pressure by Intertek/Warnock 
Hersey, Inc.  Intertek/Warnock Hersey permanent labels are applied to all glass lites.  

Standards
UBC 7-2, UBC 7-4, NFPA 252, NFPA 257, UL 9, UL10B, UL10C, ASTM E2074, ASTM E152, ASTM 
E2010, ASTM E163, ULC CAN4-S104-M80, ULC CAN4-S106-M80.

Delivery
Allow 5 days from con� rmed order. Quick ship is available upon request.

Typical Framing for SuperLite I-W™
 Visit www.safti.com for downloadable 3-part speci� cations, full CAD details,
 and a complete selection of SAFTI� re™ Framing.

SuperLite I-W 20/45/60/90 min. 
in SAFTI�re HM  Door/Frame    
A.   5/8” stop height
B.   1/4” glass thickness
C.   3/8” minimum glass bite 

1/4" SuperLite I-W
20/45/60/90 min.
in Rated Wood Door
A.  5/8” stop height
B.  1/4” glass thickness
C.  3/8” minimum glass bite 

SuperLite I-W
20/45/60/90 min.
Vision Kit
A.  5/8” stop height
B.  1/4” glass thickness
C.  3/8” minimum glass bite 
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The information provided herein is for general reference only.  SAFTI FIRST has endeavored to provide current information and cannot 
warrant or be responsible for  errors and omissions.
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